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Lucjan JANAS, Rafat BASIAGA (Politechnika Rzeszowska)
BADANIA DYNAMICZNE PODWIESZONEJ KEADKI DLA PIESZYCH W RZESZOWIE

Streszczenie: W artykule przedstawionamikiyanalizy obliczeniowej i badadoswiadczalnych podwieszonej
ktadki dla pieszych. Obliczenia wykonano, przyjawjrzy modele obliczeniowe i stoggj kilkang&cie schematow
obciazeniowych. Wirdd schematéw byly zaréwno obzénia wytkowe (przejcie pieszego, grupy pieszych), jak
i obciazenia wandalistyczne (ohgienia synchroniczne). Wyniki baslaoswiadczalnych poréwnano z wynikami obli-
czen i kryteriami komfortu aytkowania ktadek dla pieszych.

DYNAMIC INVESTIGATION OF A CABLE-STAYED FOOTBRIDGE IN RZESZOW

S um m ary: The theoretical and experimenta¢stigation of a cable-stayed footbridge is desdrilmethis paper.
Dynamic chasracteristics and specificity of vibwatinfluence on people on footbridge are preser@ddracteristics
were determined on the basis of dynamic in-sittstearried out on footbridge in Rzeszow. The experital results
were compared to natural frequencies and mode stapeputed using theoretical models. For most miuesneas-
ured and predicted modal parameters compare welte®er results are compared with standard docienestom-
mendations and human comfort criteria (vibratioocegtance criteria).

Marzena KLOS (Politechnika Rzeszowska)

PROJEKTOWANIE SZTUCZNYCH SIECI NEURONOWYCH W ZAGADN IENIU IDENTYFIKACJI PA-
RAMETROW GEOMETRYCZNYCH tUKOW

Streszczenie: W pracy zaproponowano dwie metodjektmvania sztucznych sieci neuronowych (SSN) danifi-
kacji parametrow geometrycznych tukéw. Jedna z chétopowszechnie stosowana metoda walidacji 2awej, w
ktérej poszukuje giminimum funkcji bkdu. Druga to nowoczesna metoda MML — maksimum ceilep wiarygodno-
$ci, oparta na pod&jiu bayesowskim. W celu poréwnania obu metod praizowano sieci kaskadowe, w ktérych
wejscie stanowito zawsze sie podstawowych astasci drgai whkasnych i w kadym kroku kaskady otrzymane
Z uczenia sieci parametry geometryczne tuku. d8fgm zawsze byt tylko jeden parametr geometryctyzymane
wyniki potwierdzaj skuteczné¢ metody MML, stosowanej zamiast metody walidacjykowe]j bezpérednio na ca-
tym zbiorze danych, bez wielokrotnych powtdize

PROJECTING SSN OF THE IDENTIFICATION OF THE SHAPE P ARAMETERS FOR THE ARCHES

Summary: In the work two methods were progdse design of artificial neural networks (ANN) thfe identifica-
tion of the shape parameters for the arches. Omeedtiods is applied universally method of the Gh\dakdation in
which we seek the minimum of the function of thestake. Second is modern method MML Maximum of Maagi
Likelihood taken from Bayesian approach. In theguape design of ANN is related to searching obptimal value of
the number of neurons H in the hidden layer of nekwlt is illustrated on six numerical examples.these problems
the input vector always composed of the first sgerfrequencies and made up the plus in everytethe cascade
one the shape parameter. The obtained resultsestmbdrmulate a conclusion the criterion MLM cam Used instead
of the cross-validation method. This conclusionfifpractical value, since it permits to design ANMshout formula-
tion of a test set of patterns.

Adam RYBKA (Politechnika Rzeszowska)
PODMIOTY PLANOWANIA PRZESTRZENNEGO W SWIETLE POLSKIEGO USTAWODAWSTWA

Streszczenie: Tematem artykulu zgadnienia planowania przestrzennego w PolseedBtawiono ustawy, na mocy
ktoérych jest ksztattowany system planowania przesinego. Omoéwiono zadania i kompetencje jednosteiosadu
terytorialnego, a tate organéw petacych nadzor nad tymi jednostkami.

SUBJECTS OF THE SPATIAL PLANNING IN THE POLISH LEGI SLATION ACTS

S ummary: Subject of article is the questibthe spatial planning in Poland. Spatial planriiagv were introduced.
The system of the spatial planning In Poland wexscdbe. Tasks and the competences of the indilgdiahe territo-
rial council were talked over and also organs Hinifj supervision over these individuals were dgads



Adam RYBKA (Politechnika Rzeszowska)

PODSTAWY PLANOWANIA PRZESTRZENNEGO W POLSCE. KONTEK ST HISTORYCZNY | EURO-
PEJSKI

Streszczenie: Tematem artykutpsdstawy prawne planowania przestrzennego w PdiBzedstawiono gene-
ze i zrodta planowania przestrzennego we Francji, w Nissoh oraz w Polsce. Oméwiono ustawy i akty prawe,
mocy ktérych ksztattowat sisystem planowania przestrzennego w poszczeg6knggach.

THE BASIS OF THE SPATIAL PLANNING IN POLAND. THE HI STORICAL AND EUROPEAN CONTEXT

S um m ary: The subject of the article are dgal bases of the spatial planning in Poland. ®rgid the sources of
the spatial planning, in France, in Germany, inaRd| were introduced. Laws and legal acts, whichigpdhe system
of the spatial planning in individual countriesne talked over.

Krzysztof TROJNAR (Politechnika Rzeszowska)
MODELOWANIE PRZESTRZENNEJ INTERAKCJI PALA Z PODLO ZEM GRUNTOWYM

Streszczenie: W pracy przedstawiono problemastiatecznéci pali obciazonych poziomo, z uwzgtinieniem ich
wspoipracy z érodkiem gruntowym w warunkach przestrzennego swaksztalcenia. Uzyskane wyniki oparto na
pracach analitycznych #tych autoréw, obejmagych ocen wspétpracy z podieem pojedynczego pala, na wtasnych
badaniach polowych oraz na analizach numerycznyaktadzie przestrzennym wspétpracy pala z poeto.

MODELING OF SPATIAL SOIL-PILE INTERACTION

Summary: The paper presents stability problemsoakzbntally loaded piles with regard to their irgtetion with soil in
the three dimensional state of strain. The resulitsined are based on analytical works differerth@s including
assessment of interaction between the soil andespilg and own field investigation of single pieder lateral load as
well as on numerical analyses in the spatial systksoil-pile interaction.

Szczepan WOLNSKI (Politechnika Rzeszowska)
WSPOMAGANA BADANIAMI ANALIZA KONSTRUKCJI  ZELBETOWYCH ZA POMOC A MODELI ST

Streszczenie: Podstawowe zalety metodyizy i projektowania konstrukcji z betonu za pamonodeli kra-
townicowych (modeli ST) to wizualizacja przebieguvgewnetrznych i maliwos¢ analizy obszaréw konstrukcji, w
ktérych rozklad odksztatdejest nieliniowy. Rozrénia sk trzy podstawowe rodzaje elementéw modeli $diskane
prety betonowe (pity-S), rozcigane zbrojenie (pty-T) i taczace je wezly. Wytrzymaicgé betonu naciskanie w pg-
tach-S i wzlach modeli ST, ok&ona na podstawie zalaeteGznych norm i wynikéw badadoswiadczalnych jest
bardzo zranicowana. Na podstawie opublikowanych wynikow biadeswiadczalnych, zalzen i wzoréw normowych
mozna okréli¢ uscislone wartdci wytrzymatdici na sciskanie betonu w gptach-S i wzlach konstrukcji. W pracy
przedstawiono procedury statystycznego ékrea parametrow i kalibracji wytrzymaia betonu umaliwiajace re-
dukcje niepewndci w wynikach analizy konstrukcji za pompmodeli ST. Rozwzania te zilustrowano przyktadami
obliczer numerycznych.

ASSISTED BY TESTING ANALYSIS OF REINFORCED CONCRETE STRUCTURES BY MEANS OF THE
ST MODELS

S ummary: Advantages of the strut and tie fsdee that we can visualize the flow of stresseeinforced con-

crete structures and members and that they carsdxt in regions with nonlinear strain distributiombere are three
main elements of ST-models: the compression stifustension ties and the nodal zones. The petrigssompression
stress that can be carried by concrete in strulsrales recommended by different codes and expetéamneesults

given by various authors are inconsistent and owatsial. Based on the test results and on assongpénd formulas
given by different codes and authors, compressiemgth of concrete in struts and nodes regiors sifucture can be
calibrated. The statistical determination procedurkeresistance models is discussed and used toeedhcertainties in
the compressive strength of concrete in strutsrans of ST models. These procedures are explaam lexamples of
numerical calculations.



